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Military/Aerospace
AEROSTRIP ADDITIVES
Paint Stripping Performance Boosters
Description: 

Aerostrip Additive A (NSN 8010-01-476-6090)
Aerostrip Additive A is a 50/50 blend of MEA/NMP and corrosion inhibitors used as an additive for Aerostrip 5182 when tank MEA levels drop below acceptable operating limits. Aerostrip Additive A will rejuvenate and return stripping effectiveness to  its original performance level and extend tank life.

Aerostrip Additive B (NSN 8010-01-397-3992)
Aerostrip Additive B is a special blend of NMP and corrosion inhibitors used as an additive for Aerostrip 5182 when NMP levels drop below acceptable operating limits. The addition of Aerostrip Additive B will rejuvenate and boost the performance of Aerostrip 5182 back to its original strength, thus extending tank life and reducing the cost of paint stripping operations.

Aerostrip Additive C
Aerostrip Additive C is the oil seal replenishment whenever the oil seal has become lower than required to prevent evaporation. This seal is designed to be compatible with Aerostrip 5182 and should not be substituted for whenever more seal is required.
Application of Additives
An 8oz sample of Aerostrip 5182 is drawn from the tank and analyzed by a Gas Chromatograph (GC) test method for component levels of active ingredients. A water test is also performed to ensure that water levels do not exceed allowable limits, since the excessive water content can adversely effect product performance and darken aluminum parts.

Contact your local Aerochem representative by calling toll free at 1-888-241-5758 to set up free testing for your tank. Your Aerochem representative will draw samples, send them to an independent lab for analysis, and ensure you receive a written report of the results recommending the proper additive required to maintain your tanks’ performance. In many cases, tanks can be serviced for years without ever having to dump and change out the tank. This eliminates the costly expense associated with other paint strippers that require complete change-out of the tank every 3-6 months.

